
晶科储能日本891kW/15480kWh并网直流
耦合电池储能系统

项目概述
该项目位于日本九州宫崎县，是日本FIT（固定价格收购制度）项

目，共有18个站点，每个站点配置49.5kW/860kWh，总计72个

215kWh直流储能系统。晶科的光伏+储能解决方案集成了

Tigeo Neo光伏组件和工商业用SunGiga 215kWh直流储能系

统。该项目充分利用了当地丰富的日照资源，使客户能够24小

时向电网售电。



图1.  并网直流耦合系统的单线图

图2. 晶科储能215KWh直流柜
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系统解决方案

每个站点由以下设备组成：

289.8kW TigerNeo光伏组件

4套SunGiga 215kWh直流储能系统

1套62.6kW电力转换系统（PCS，降容至49.5kW）

1套250kW直流-直流（DCDC）柜（包含5个50kW DCDC系统）

SunGiga直流系统采用磷酸铁锂电池，配备液冷系统和气溶胶

防火装置，设计符合日本消防法要求，并搭载晶科储能云平台。



图3.  电池储能系统的运行数据
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运行逻辑

客户收益
1. 高效的直流耦合解决方案
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Fig.2 Operation power of battery system 

 

Customer Benefits 

1. High-efficient DC-coupled Solution 

The PV is prioritized to supply power to the grid through the DCDC and excess power is charged to the 

battery. There is no need to set up additional PV inverters, which avoids multiple conversions from DC to 

AC and back to DC, thus reducing energy loss and improving the overall efficiency of the system. 

2. Cost saving 

Due to the reduction of equipment such as PV inverters, the initial investment cost of the system is 

reduced. At the same time, fewer energy conversion links also mean lower maintenance costs. 

3. More flexible configuration 

The DC-coupled system is more flexible in the configuration of battery capacity and PV array size, and 

can be individually expanded or adjusted according to actual needs without affecting other parts of the 

system.  

4. Easy to maintenance 

The battery system is equipped with Jinko ESS cloud platform, which allows real-time monitoring of the 

battery's operating status and early warning of equipment abnormalities. In addition, DCDC and PCS are 

integrated in one container, which is convenient for maintenance. 

 

该项目的储能系统（ESS）旨在最大化光伏利用率。白天，光伏组

件向电网供电，并将多余的电能存储到储能系统中。当光伏输出

不足时，储能系统向电网放电以补充电力。当光伏输出为0时，系

统完全切换到储能系统供电。情况。

光伏优先通过DCDC向电网供电，多余电能存储到储能系统中。

无需额外配置光伏逆变器，避免了直流到交流再到直流的多次

转换，从而减少能量损失，提高系统整体效率。

2. 节省成本
由于减少了光伏逆变器等设备，系统的初始投资成本降低。同

时，较少的能量转换环节也意味着更低的维护成本。

3. 更灵活的系统配置
直流耦合系统在电池储能系统容量和光伏阵列规模的配置上更

加灵活，可以根据实际需求单独扩展或调整，而不会影响系统的

其他部分。

4. 易于维护
电池储能系统配备晶科储能云平台，可实时监控电池运行状态，

并对设备异常进行预警。此外，DCDC和PCS集成在一个集装箱

内，便于维护。

下图展示了储能系统一天的运行情况。

*本报告为概述性内容，晶科储能保留更新内容的权利，并对其解释拥有最终解释权。

中国上海市闵行区申长路1466弄1号

电话：+86 400 860 8878

浙江晶科储能有限公司


